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F15A RGB
LED NEON FLEX

STRIP LIGHTING e =B ]

Beam Bending Solvents  Saltwater P68 1K08
angle diameter Fireproof resustant resistant resistant  protection protection

Features: Flat Shape, 160° Viewing Angle, Super Flexible and Bright
High Efficiency RGB 3-in-1 SMD5050 LED light source

First-class, echo-friendly & UV resistant PVC materials

Continuous and uniform illumination, no LED dots or dark spots

Flat Surface Profile allows various installation to mounting surfaces

Able to make continuous lengths up to 20 meters (see specifications)

Extremely Bendable - Transverse minimum bending diameter: 12cm
Environmentally friendly and energy saving

Easy to install, can be cut and reconnected (connection accessories available)

Life Expectancy: > 5 years

10. Protection rating IP68

(All' joints and connections must be hermetically sealed to achieve 1P68)
Application:

Especially suitable for Floor, Stair, Cove Lighting, Signage, Yachts, Accent Lighting, etc.
Ideal for Logos, Open Face Letters, Free Form Shapes, Small Border Lighting
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SPECIFICATION: Candle power distribution Illuminance Characteristics
LED Neon Flex F15A (11.5 x 21Imm) RGB .

Article No. C-FR-F15A-D24V B
LED Type SMD 5050 Tri-Chip
Material PVC-lvory White .goj:" f B
Working Voltage DC 24V m :

Rated Power/meter 12W _'m'. :: m ' E:;;::

LED Qty/meter 60 LEDs ’ o

LED Distance 1.67cm

Min. Cutting unit 6 LEDs

Min. Cutting length 10cm

M Comecion | 207 (pouered fom b ncs

IP Rating 1P68

24V DC Constant Voltage LED Power Supply Required
White Color Temperatures Available:
2700K/3000K/3500K/4000K/4500K/5000K/5700K/6500K
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Max Lumen: 380Im/m

F15B

LED NEON FLEX &
s RI LI G H I N G Beam Bending Solvents Saltwater P68 1K08
angle diameter Fireproof reslstant i protection

Features: Super Bright and Flexible, Flat Shape - 160° Viewing Angle
High Efficiency SMD5050 LED light source

First-class, echo-friendly & UV resistant PVC materials

Continuous and uniform illumination, no LED dots or dark spots

Flat Surface Profile allows various installation to mounting surfaces

Able to make continuous lengths up to 20 meters (see specifications)

Extremely Bendable - Transverse minimum bending diameter: 12cm
Environmentally friendly and energy saving

Easy to install, can be cut and reconnected (connection accessories available)

Life Expectancy: > 5 years

10. Protection rating IP68

(All joints and connections must be hermetically sealed to achieve IP68)
Application:

Especially suitable for Floor, Stair, Cove Lighting, Signage, Yachts, Accent Lighting, etc.
Ideal for Logos, Open Face Letters, Free Form Shapes, Small Border Lighting
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SPECIFICATION:

Candle power distribution llluminance Characteristics
LED Neon Flex F15B (11.5 X Zlmm) -/+180 Flux out:373.1Im
-150 | 150
Article No. C-FR-F15B-D24V
-120 Ve O vl 120
LED Type SMD 5050
Material PVC-Ivory White Gl =< —%
B 77 N\
Working Voltage DC 24V ‘ 17 8
€0 (o0l 60
Red/Orange/Yellow = 6.48W Shazel N i
Rated Power/meter White/Warm White/Blue/Green = 12W =2 4 2 Ceo/aao i
€90/270
LED Qty/meter 60 LEDs
LED Distance 1.67cm
Min. Cutting unit 6 LEDs
Min. Cutting length 10cm

Red/Orange/Yellow:
30m (powered from both ends)
15m (powered from one end)
White/Warm White/Blue/Green:
20m (powered from both ends)
10m (powered from one end)

Max. Connection

Lumens 330-380Im/mtr

IP Rating IP68

24V DC Constant Voltage LED Power Supply Required
White Color Temperatures Available:
2700K/3000K/3500K/4000K/4500K/5000K/5700K/6500K




